STATE OF NORTH CAROLINA
DEPARTMENT OF ADMINISTRATION
PURCHASE AND CONTRACT DIVISION

BIDDER:

QUESTIONNAIRE
FOR
HYDRAULIC BACKHOE EXCAVATOR
(RUBBER TIRED)

MANUFACTURER: MODEL:

Is excavator offered a new current production model?
Will excavator offered meet applicable OSHA standards specified?

I.

II.

3805-2
March 3, 1995

OPERATING DATA

1.

10.

11.

12.

13.

Operating Weight (as defined in N.C. Spec. 3805-HRE-2M, para.
ITTI.A.5): lbs.
Amount of standard counterweight included in operating weight:
lbs.
Rated Lift Capacities (as defined in N.C. Spec. 3805-HRE-2M, para.
IT.A.6): 15" lbs. 20°' lbs. 25 1bs.
Bucket Digging Force: 1bs.
Overall Width
Travel Height:
Digging Depth:
Surface Reach:
Dump Height:
Highway Travel Speed:
Swing Speed:
Bucket Sweep Action: deg.
Are tires provided in full accordance with requirements in N.C.
Spec. 3805-HRE-2M, para. III.G.)? (yes/No)
ENGINE

Engine Model No.




III. ATTACHMENTS

1. Backhoe bucket: Mfr , Model
Heaped capacity cu. yd. Width "
2. Ditch-cleaning bucket: Mfr , Model
Heaped capacity cu. yd. Width "
3. Backhoe angling device: Mfr , Model
Angling capability degrees each way from centered position

4., Lift attachment: Mfr , Model




